{6) To attach outer blades, be sure to install
the plain washer and lock washer between
the biade and bolt head.
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[IMPORTANT]

» TIGHTEN THE "BOLT OF THE OUTER
BLADES TO 12.6 TO 15 kgfm (81 ~ 109
ft-lbs) OF TORQUE.

.

8.3 BELT REPLACEMENT ';“ f =
»

{1) Remove the mower from the tractor.

{2) Clean around the gear box.

(3) Remove the left and right hand shields from
the mower deck. Also, remove the right hand
bracket which mounts the gear box to the
mower deck.

{4} Remove the tension screw. s

(5) Remove the bel( ?irm the tension pulley. Shp
the belt over thgto of the gear box. ?

(6} To install a new belt, reverse the above pre-
cedures.

[IMPORTANT] i o

e ADJUST THE TENSION SCREW ?9'"
LENGTHEN ¢« THE SPRING TO 150mm
(5.9 in)..”. RC40—G, RC48—G

e ADJUST THE TENSlON SCREW TO
LENGTHEN THE SPRING TO 135mm
(63in)..... RC40-—-G

[NOTE]

@ Tighten bracket bolts securalv

F-2878

RC40—-G: 1580 mm (5.9 in.)
© RC48-G: 1560 mm (5.9 in.}
RC44—-G: 135 mm (5.3 in.)







