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M Assembly Procedure
1. Park the tractor on a level ground, apply the parking

brake and stop the engine.
2. Jack up the back of the trac

rear tire.

tor and remove the right
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) using the following parts:

3. Attach the bracket (29
the ROPS, U rod (30), spring

spring washer and nut of

washer (31) and nut (32).
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(29) Bracket

(30) U rod

(31) Spring washer
(32) Nut

Tightening torque (ROPS) : 123.6 to 147.0 N-m
91.2 to 108.4 ft-Ibs

Tightening torqué (U fixture) : 23.5to 27.4 N-m
17.3 to 20.2 ft-Ibs

4. Connect the f:onnectors (6),(7).(9),(10) to the valve
(1). Temporarily fit the elbow (8), but tighten up all the

other parts.

® (Temporarily fixed)

4AAAAAACAPOD4A
(1) Valve (6) Connector (30-9/16-18)
(7) Connector (9/1 6-18) (8) Elbow

(10) Connector (90-9/16-18)

(9) Connector (45-9/16-18)
Tightening torque (ROPS):

29.0 to 39.0 N-m
21.4 to 28.8 ft-Ibs
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5. Apply grease to the connect i
rings (3) and (4). Keep in mincc)irtr(é\)t tahr;dﬂ:?nsg"ri;hge(g 6. gfn’;eft(g‘e pipes (20),(21),(22).(23) hand-tight to the
acket (28) with the bolts (24) and spri
(25). pring washers

d side of the connector.

is on the threade

4AAAAAACPOO5A ® (Thin) 3 -
(2) Connector

(3) O ring
(4) O ring

NOTE

e Be careful not to damage the O rings.

e
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(20) Auxiliary pipe (SA) (21) Auxiliary pipe (DA)
(22) Auxiliary pipe (SB) (23) Auxiliary pipe (DB)
(24) Nut (25) Spring washer

(28) Bracket

NOTE
s of the pipes.

TE :
e Be careful no to confuse the position




Fix the valve (1) horizontal
connect the delj
this order.

using the bolt (5). Then
very pipe (11) and return pipe (12) in

8. Connect the connector (2) in place of the above plug.

(1) Valve

(5) Bolt
(11) Delivery pipe

(12) Return pipe

Bolt tightening torque :  17.6 to 20.6 N-m
13.0 to 15.2 ft-Ibs
Pipe tightening torque : 22.0 to 25.0 N-m
16.2 to 18.4 ft-lbs

NOTE :
® To be fixed horizontal.

10.Raise the hydraulic arm by hand and put the pipes
assembled in Step 6 into the back of the tractor.
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(2) Connector ' l '

Tightening torque :  16.7 to 19.6 N-m
12.3 to 14.5 ft-lbs




er pipes than the pipe (23) hand-tight

11.Connect the oth
to the pipe joints.

(23) Auxiliary pipe (DB)

12.Hand-tighten the square neck bolts (17) and flange
nuts (18) to secure the brackets (28) and (29) in

position.
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(18) Flange nut

(17) Neck bolt
(28) Bracket 1 (29) Bracket 2

13. Position the pipes as
elbow (8). Then tighten up the pipe
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(8) Elbow
(22) Auxiliary pipe (SB)

specified and tighten up the
(22).

29.0 to 39.0 N-m

Elbow tightening torque :
21.4 to 28.8 ft-Ibs

Pipe tightening torque :

14. Tighten up all the pipes

Pipe tightening torque :

22.0 to 25.0 N-m
16.2 to 18.4 ft-Ibs

starting with the farthest one.

22.0t025.0 N-m
16.2 to 18.4 ft-Ibs



15. Tighten up the pipe-locking nuts (24) first and then the 17.Put the levers between the valve spool washers. Insert
bracket-mounting flange nuts (18). Wrap sealing tape the stay (13) in the hydraulic cylinder case. Then
around the ends of the pipes, insert the plugs (27) and secure the stay (13) with the bolt (14), s
tighten up the couplers (26).

(13) Stay

(18) Flange nut (24) Nut (14) Bolt
(26) Coupler (27) Plug
NOTE :
M16 nut tightening torque : ~ 80.0 to 85.0 N-m ® Levers to be between washers. .
59.0 to 62.7 ft-lbs !

18.Fit the lever tops (16) outside of the levers with the
square neck bolts (17) and flange nuts (18). Keep the
lever tops (16) in a symmetric layout.

Coupler tightening torque :  29.0 to 44.0 N-m
21.4 to 32.5 ft-Ibs

Flange nut tightening torque : 23.5to 27.4 N-m
17.3 to 20.2 ft-lbs

NOTE :
® In tightening up the M16 nuts, hold the pipes tightly to £

keep them free from any excessive force.

16.Fit the levers (15) through the stay (13) as shown
below.
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(16) Lever
(17) Bolt
(18) Flange nut

Flange nut tightening torque : 23.5 to 27.4 N-m
17.3 t0 20.2 ft-lbs
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(13) Stay
(15) Lever




19. Attach the grips (19) to the tips of the levers. Apply the
label (34) to the lever guide.

(19) Grip
(34) Label

20.Apply the label (33) to the bracket, and connect the
plug to the coupler.
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(33) Label

21. Attach the tire back in place.

22.Move the levers to their neutral positions. Get the
engine started and move the accelerator lever to the
middle position. Move the levers forward and
backward to make sure there is no oil leak from the

pipes.




